
 
Instructions for 12”/24”/39”/60” LED Hardwired Lights 

 
1. Clean the area where the Hardwired LED Light Strip is to be mounted with rubbing alcohol or a 

similar cleaning product before installing. 
2. Connect a heat shrink electrical connector to the ends of the positive and negative wires on the 

LED light. (Electrical Connectors NOT Included) 

 

(Images may vary based on length of product - instructions apply the same for all products) 

3. Once both wire connectors are attached, connect the LED Light to your power source nearest 
where you want to mount the light. 

 

(Image is of Cockpit LED Light connected to an accessory switch) 



4. Peel protective layer from the 3M adhesive strip and attach to surface. NOTE: It is best to start 
removing the protective layer at the end of the light strip and not next to the wires entering into 
the light strip. 

 

5. IMPORTANT: LED Light strip adheres best when temperature is between 60 and 100 F. 
6. Firmly press the on/off button and LED Light Strip to secure in place. 

  

Note: We suggest mounting the light strip by starting from the middle and working out. 

7.Light up the world!! 

 

For questions and concerns please contact the RHRSwag.com Team:  
Email: CS@RHRSwag.com  
Phone: 1-(701)-952-3535 
DISCLAIMER 
Vehicle racing is inherently a dangerous sport with significant risk of person injury or even death. When a user participates in vehicle racing, he accepts the risk inherent therein. RHR Swag™ & Red Headed Rebel™ makes 
no warranty that the use of its products or parts guarantees personal safety. The installation of RHR Swag™  products or parts may adversely affect other vehicle components, safety equipment or manufactured goods 
(collectively “goods”). RHR Swag™  assumes no responsibility for any damage to other goods, or bodily injury that may arise due to failure of other goods, due to installation and/or use, either proper or improper, of its 
products or parts. 
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